
Fittings to reduce your pipework to fit our machine
INLET REDUCERS

Machine       
Inlets Sizes

This is a guide on how Purex will assist you in 
reducing your pipework to correctly fit our 
machines to ensure there is no airflow / pressure 
drop. Flexihose may have to be put in between 
these parts to allow for maximum efficiency 

Find out more:      W purex.co.uk   |   T +44 (0)1405 746030   |   E  purex@purex.co.uk

Description & features

Registered Office: Purex International LTD, Unit A, Saltgrounds Road, Brough, HU15 1EG, UK
Registered No. 5136616 England | VAT No. GB842 5025 49 | WEEE Producer Registration Number: WEE/CE0067TX
*Goods are subject to change | *Illustrations are 3D created visual representations
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Reducers 2x 50MM PIPE WORK → 80MM PUREX INLET
1x Dual Manifold (120093)

1 x 51mm cuff (570203)

 (120093C)
PVC

 (120093)or

or

50MM PIPE WORK → 80MM PUREX INLET
1x 80-51mm reducer (550287)

1 x 51mm cuff (570203)

 (550287C)
PVC

 (550287)or

orOR

150MM PIPE WORK → 100MM PUREX INLET
1x 150mm - 100mm safe seal reducer (540382)

1x 150mm female coupling (540320)

(540382) (540320)

+

150MM PIPE WORK →200MM PUREX INLET
1x 150mm - 200mm safe seal reducer (540382)

1x 200mm female coupling (540701)

(540640) (540701)

+

These are the most common Purex parts when wanting to step from 50mm process piping to a 80mm Purex 
machine inlet. Dual manifold allows us to fume extract from two processes

From 100mm process pipe work to a 80mm Purex cabinet utilise the part numbers below using flexihose the 
parts above can be attached to allow for pipework to be reduced to 50mm

100MM PIPE WORK → 80MM PUREX INLET
1x 100-80mm safe seal reducer (550287)

1x 100mm female coupling (540120)

(540150) (540120)

+

From 150mm process pipe work to a 100mm Purex cabinet utilise the part numbers below using flexihose the 
parts above can be attached to allow for pipework to be reduce to a 80mm Purex inlet

From 150mm process pipe work to a 200mm Purex cabinet utilise the part numbers below using flexihose 
the parts above can be attached to allow for pipework to be reduce to a 100mm Purex inlet


